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The length of the lamp can be customized according to customer needs, while it uses a single head
wiring, easy installation, especially suitable for water treatment occasions.

Tube _ Voltageat Voltageat UV Qutput Standard
Type Diameter Length Power Current 50160z HighFreq — at 1M Life
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GPHTTSL | 15 | 793 | 37 425 112 02 120 | 13 | 10000

GPHITTAL | 15 | 1148 425 | 165 | 135 | 170 | 20| 10000 | 13000

GPHI6TSL| 15 | 1630 | 79 | 425 | 231 | 189 | 228 | 32| 10000 | 13000

High Output

4-PINS SE/HO

UV Germicidal Lamp I ——
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(4-pins / Single End / HO )

HO is the meaning of High Output. We can make the filament thicker, change the gas compasition, improve
the current and etc. to achieve the same length of the lamp, while enhancing the power of the lamp.

Tube ox Voltage at Voltageat UV Output Standard Long
Length Power Current 50/60Hz High Freq at 1M Life Life

Type Diameter

GPH2ZTSLHO | 15 | 212 | 18 | 800 23 19 | 50 |50 10000 |13000

CPHTOITELNO | 15 | 793 | 72 | 800 a0 76 210 | 24 | 10000 | 13000

GPHBITBLHO | 15 | 893 | 90 135 | 120 | 270 | 30 | 10000 | 13000

GPSTALHO | 19 | 846 | 80 | 1000 | 130 | 115 | 280 | 30| 10000 | 13000

GPSSATEUHO | 19 | 1554 | 150 | 1000 | 230 | 200 | 400 | 45| 10000 | 13000




