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A General Data(Magnetic Ballast)

通用特性（电感镇流器）
1 Rated Voltage(50hz)� 220V
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2 Calibration Current(50hz): 850mA
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3 Lamp Voltage(Base up,50hz): 110V
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4 Lamp Wattage(Base up,50hz): 75W
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5 Lamp Current(Base up,50hz): 850mA
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B UV Output(25℃,100hs,Base up) 220uw/cm
2

紫外线输出
UV Maintenance(100hs-2000hs): 90%UV Maintenance(100hs-2000hs): 90%
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UV Maintenance(100hs-5600hs): 80%

��

������
�

C Starting and Operation

工作特性
1 Max. Starting time(198V,25�): 10S
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2 Time to reach 90% UV Output: 100S
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3 TEMP Range of the coldest area of lamp tube at 90% of UV Output: 40-50�
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4 Ambient Temperature Range(220V): Max:30�,Min:-10�
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D Average Lifetime (220V,15-40P,50% Failture) 10000

平均使用寿命
Switching cycles(30sOn/30sOff,with magnetic or Preheat electronic ballast) >5000
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E Safety Requirement(IEC61199.1993)

安全标准
Do protect your eyes and skin from the direct radiation. hijklmnopqrstuvwx

1 Max. Allowed Cap Tempature 120�
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F Dimensions

外形尺寸
1 Overall Length 1199mm

{��

2 Tube Diameter: Φ25

|}�

G Base

灯头型号 G13

Base Material
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H Glass Tube High Purity Quartz
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I Storage Enviroment Dry,and Ventilation Enviroment

灯管存放环境要求
Temperture of storage places: Max:80� Min:-40�
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J Reference Standard:

相关标准
1 IEC 60901-2000

2 IEC 61199-1993

K灯管外型图

B=1199mm+/-3mm

e=13mm

d=25mm

A=1215mm+/-2mm

C=32mm
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